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CLAIMS 

1. A method of transmitting the kJ^ntity of a calling subscriber 
(subscriber A) to a called subscriber (subs^ri^r B) in a mobile communication 
system comprising a home location register (HLR) for permanent storage of 
subscriber data on mobile stations (MS) registered in the network, and at least 
one visitor location register (VLR)^r temporary storage of subscriber data on 
mobile stations (MS) located^n the geographical area monitored by the visitor 
location register, where^y^gnalling that is unrelated to the speech connection 
is transmitted betwp^ the switching centres (GMSC. MSG) and registers 
(HLR. VLR) of tfjernobiie communication system, characterized in that 
the identity ofsubscriber A is transmitted to the mobile sen/ices switching cen- 
tre (MSpyof subscriber B via signalling that is unrelated to the speech con- 
necUern. 

2. A method as claimed in claim 1, characterized in that the 
identity of subscriber A is transmfttkd before call set-up. 

t ^A method as claimed in claim 1 -e^-g-, - c h a r a c t o r i z - ^ -d ^in-^ 

'4hat^he homeS(oc^|^n^ register (HLR) transmits to the visitor location register 
(VLR) the identit^of subscriber A in connection with a request for routing in- 



formation. 
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4. A meth 



-that-the 



J) 



s claimed in claim 3, ^-h-a i a c t -e-rn 
transmitted in a MAP PROVIDE ROAMING NUM- 



identity of subscriber A i 
BER message. 

5. A method as cTimmed in Yiny o n r n f fh r p r n c r ding ni n im ";, 
c h a -f-a- c t o- r i z c d in 4ha^ subscriber B is located in a visited network. 
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6. A mobile communicati6n system comprising a home location 
register (HLR) for permanent stor/ge of subscriber data on mobile stations 
(MS) registered in the network, afid at least one visitor location register (VLR) 
for temporary storage of subscriber data on mobile stations (MS) located in the 
geographical area monitoredyoy ^ba-visitor location register (VLR). whereby 
signalling that is unrelated to the speech connection is transmitted between 
the switching centres (GMSC, MSG) and registers (HLR. VLR) of the mobile 
communication system.^ haracterized in that the mobile communica- 
tion system is arrange to transmit the identity of subscriber A to the mobile 
services switching centre (MSG) of subscriber B via signalling that is unrelated 
to the speech connection. 
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7. AVjobile communication system as claimed in claim>6. iHva-r' 



rtrthe home location register (HLR) is arranged to transmit 



the identity d^subscrib^ A to the visitor location register (VLR) in connection 
with a request for routingHnforroation. 

. 8. A mobile co 

-a-c-t-e-H-z^ Ui i n t hat-th 
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the identity o 



ication system as claimed in claim 7, *©4va-r — 
location register (HLR) is arranged to transmit 
scriber A in aN^AP PROVIDE_ROAMING_NUMBER mes- 

iO 



sage. 

9. A mobile communicationNsystem as claimed in claim 0, -?-er^ 

•€-h-a-f-a c t o r i z o d i n - t iiat-subscriber ESi, is located in a visited network 
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